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portable high temperature heaters. The high heat 
output, high airflows, whisper-quiet delivery that 
can be ducted down 3 meters makes them ideal 
for the demands of daily commercial and 
industrial use. A rugged construction that stands 
up to the test of time. 

IN BRIEF

Designed and built to outlast 
and outperform all other 
heaters on the market the 
FH3HT high temperature 
heater 

 and 
durability.  With  extremely 
robust  construction,  massive 
heat output and a powerful 
whisper-quiet  air  delivery 
system   they  have  redefined 
what’s  expected  of  modern 
portable  high  temperature 
heaters.

Sometimes a 13a supply is 
all that’s available but you 
still need as much heat as 
possible. By delivering 3kW 
of heat from a 13a supply 
and doing so almost silently,
 along with up to 3m of 
ducting if necessary, the F 
FH3HTs output puts most 
larger heaters to shame.

 from Flexiheat boasts 
unrivalled performance 

The FH3HT is designed for a specific need for 

Full temperature control up to 60 DegC

Can duct warm air over 3m

Airflow rates of up to 300m³/hr 

Up to 3kW of clean, dry heat

Fully serviceable with complete spare 
parts availability

Thermostatic control

Single outlet spigots 
available for ducting

Safety  features  include  over  heat  & 
phase  protection  plus  heat  purge  fail 
safe system

Tough steel construction with 
oven hardened finish

Heavy duty design: Built for commercial use
 

Low maintenance

Simple to use; plug them in, 
switch them on 

2 year warranty

FH3HT High Temperature Heater
 60 °C Output 13A 240V~50Hz
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Pest Control Applications Light Industrial/Commercial Series 

This range finds itself particularly well suited to 
pest control applications and can be found in 
some of the continent’s largest and most 
respected hire fleets. The FH3HT is suitable to 
rid occupied rooms, hotels, penal facilities 
and residential areas of the irritation of 
bed bugs without the downtime associated 
with chemical agents or spray solutions. 
Treatment area size of 15 to 20 SQM in 
insulated tent and treatment area size of 10 to 
15 SQM in standard insulated room.

Technical Specification:  FH3HT Supplied with built in wired thermostat

High Temperature Element

Nominal Heat Output: 3 kW / 12,000Btu 
Supply230v ~50Hz 13a 1ph 
HxWxD (mm): 360x300x330
Max Airflow/Pressure: 423m3/hr 
80pascals
Weight: 10kG
Max Duct/Outlets 3m/1
Running cost = 2.8 units of electricity per 
hour
Treatment area size: 15 to 20 SQM in 
insulated tent and 10 to 15 SQM in 
standard insulated room.




